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 • Highly portable MIG Welder (Gas / Gasless)

 • Suitable for C02, Argon,  C02 / Argon Mix gases

 • Designed for light trade, DIY, garage use 

 • Overheat protection & forced air cooling system

 • Produces stable arc striking and minimal spatter

 • Supplied set up in gas mode, but can also easily be switched to gasless mode by a simple change of polarity 

 • Use in gasless mode will require the purchase of a spool of fluxed cored wire, a pack of 1.0mm tips and a 1.0mm wire feed roller

 • Input Voltage: 230V 

 • Frequency: 50Hz

 • Max Input Capacity: 5.5kVA

 • Rated Input Current: 23A

 • Output Current Range: 30-151A

 • Rated Output Current (A): 50-150A

 • Rated Output Current (V): 16.5-21

 • Duty Cycle: 100% @ 50A, 60% @ 80A, 15% @ 150A

 • Gas Type: CO2 / Argon Mix & Argon & CO2

 • Wire Capacity Steel:  

Flux Cored: 0.8 - 0.9mm 

Steel: 0.6 - 0.9mm

 • Cooling System: Forced Air

 • Torch: Euro Non Live

 • Dimensions (LxWxH): 700 x 325 x 480mm

 • Weight: 24kg

151AMP GAS/GASLESS MIG WELDER (230V)
JEFMIG151-AM

JEFMIG151-AM Includes:
 • 1.8m 10mm2 160A Earth cable with clamp

 • 1m Gas hose

 • 1.8M MIG welding torch

 • Hand held face shield

 • Hammer & brush comb


